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NATIONAL AERONAUTICS AND SPACE ADMINISTRATION

TECHNICAL MEMORANDUM X-607

LAUNCH-VEHICLE DYNAMICS* **

By Harry L. Runyan, Jr., and A. Gerald Rainey
SUMMARY

Structural-dynamics problems pertinent to the design of launch
vehicles suitable for a lunar mission are discussed. Some measurements
of the natural modes of a model of the Saturn launch vehicle are pre-
sented. Recent information concerning launch-vehicle loads associated
with buffeting, aerodynamic noise, and winds is also presented.

INTRODUCTION

The idea that a launch vehicle is a space truck on which any space-
craft, within performance capabilities, can be carried without giving due
consideration to problems of structural dynamics can lead and has led to
serious consequences. A launch vehicle with a new spacecraft is in
essence a new system. The purpose of this discussion is to present sev-
eral of the more important factors affecting launch-vehicle dynamics both
with regard to system inputs and dynamic behavior.

SYMBOLS

c damping
Cer critical damping

ACp,rms root mean square of incremental pressure coefficient
fexp experimental frequency, cps

foal calculated frequency, cps

*This report was one of the papers presented at the NASA-Industry
Apollo Conference, Washington, D.C., July 18-20, 1961.

**mitle, Unclassified.
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Mb‘ bending moment, in-1b
Moo free-stream Mach number
q dynamic pressure, lb/sq ft

LAUNCH-VEHICLE LOADING INPUTS

In figure 1 are listed some of the more important loading inputs
plotted against time of flight; namely, lift-off, transonic effects,
and maximum dynamic pressure. The dark areas represent the times of
maximum loading for the particular source. Indicated are such load
sources as fuel slosh, acoustics, buffet, panel flutter, and winds. The
nain purpose of this figure is to illustrate that most of the loads occur
between the vertical lines which indicate the transonic and maximum
dynamic-pressure conditions. Most of the loads are shown to reach a maxi-
mun value at about the same time during the flight. Briefly discussed
are some details concerning ground wind loads, acoustlcs, buffet, and
winds, as well as the vibration modes, which in effect comprise the
transfer function for buffet, fuel slosh, and wind loads of Saturn. *

O RO BN

SATURN VIBRATION CHARACTERISTICS

One of the basic ingredients in the design of a control system
and in loads estimation 1s an accurate knowledge of the launch-vehicle
vibration characteristics. Both the vibration mode shapes and the fre-
quencies must be known to ensure that no coupling will exist between
the control-system sensors and the structural modes. The Saturn is the
launch vehicle for the Apollo program; therefore, an accurate knowledge
of the vibration characteristics is needed as early as possible. A
1/5-scale dynamic model of the Saturn has been constructed for inves-
tigation at the Langley Research Center. TFigure 2 illustrates the
model installed in the test tower. (The man shown indicates in general
the size of the model.) The model is suspended by an unusual and
simple system which provides very little restraint from the support
system and thus approximates a free-free system such as occurs in
flight. The comparatively large model scale (1/5) was chosen to permit
accurate simulation of joints, fittings, and skin gages, which were
considered especially important for the cluster configuration, since
motion of tanks within the cluster relative to each other is possible.
This model program can also provide immediate modal and frequency data
for the Saturn program, demonstrate the feasibllity of obtaining accu-
rate vibration data from scaled models, and provide a test bed to eval- ‘
uate future changes in the vehicle, along with future payloads.
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One of the basic 1ngredients In the design of a control system
and in loads estimation is an accurate knowledge of the launch-vehicle
vibration characteristics. Both the vibration mode shapes and the fre-
quencies must be known to ensure that no coupling will exist between
the control-system sensors and the structural modes. The Saturn is the
launch vehicle for the Apollo program; therefore, an accurate knowledge
of the vibration characteristics is needed as early as possible. A
1/5-scale dynemic model of the Saturn has been constructed for inves-
tigation at the Langley Research Center. Figure 2 illustrates the
model installed in the test tower. (The man shown indicates in general
the size of the model.) The model is suspended by an unusual and
simple system which provides very little restraint from the support
system and thus approximates a free-free system such as occurs in
flight. The comparatively large model scale (1/5) was chosen to permit
accurate simulation of Joints, fittings, and skin gages, which were
considered especially important for the cluster configuration, since
motion of tanks within the cluster relative to each other is possible.
This model program can also provide immedlate modal and frequency data
for the Saturn program, demonstrate the feasibility of obtalning accu-
rate vibration data from scaled models, and provide a test bed to eval- ‘
uate future changes in the vehicle, along with future payloads.
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LAUNCH-VEHICLE DYNAMICS® **

By Harry L., Runyan, Jr., and A. Gerald Rainey
SUMMARY

Structural-dynamics problems pertinent to the design of launch
vehicles suitable for a lunar mission are discussed. Some measurements
of the natural modes of a model of the Saturn launch vehicle are pre-
sented. Recent information concerning launch-vehicle loads associated
with buffeting, aerodynamic noise, and winds is also presented.

INTRODUCTION

The idea that a launch vehicle is a space truck on which any space-
craft, within performance capabilities, can be carried without giving due
consideration to problems of structural dynamics can lead and has led to
serious consequences. A launch vehicle with a new spacecraft is in
essence a new system. The purpose of this discussion is to present sev-
eral of the more important factors affecting launch-vehicle dynamics both
with regard to system inputs and dynamic behavior,

SYMBOLS

C damping
Cer critical damping

ACp,rms root mean square of incremental pressure coefficient
fexp experimental frequency, cps

feal calculated frequency, cps

*This report was one of the papers presented at the NASA-Industry
Apollo Conference, Washington, D.C., July 18-20, 1961.
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Free-free vibration tests of the model have been made, and data
have been obtained with the model ballasted with water to simulate the
weight at the point of maximum dynamic pressure in the launch trajec-
tory. Figure 3 shows the acceleration response of a point on the nose
of the vehicle for various driving frequencies. The frequencies have
been scaled to correspond to full-scale frequencies. The driving force
was provided by two electromagnetic shakers, located at the top and bot-
tom of the model. The large number of peaks that appear indicate a num-
ber of resonant frequencies. For comparison purposes, the arrows have
been placed on the abscissa to show natural frequencies calculated by
simple beam theory, which assumes an equivalent stiffness for the
clustered-tank portion of the launch vehicle. Notice that the calcu-
lated frequencies agree fairly well with some of the measured peaks.

It is apparent, also, that several frequencies appear experimentally
which were not predicted analytically. These results indicate addi-
tional vibration modes or effects in the model not accounted for by
the simple analysis. The predominant characteristic of these higher
modes (and their frequencies are still low enough to be of concern in
control-system design) is the large amount of relative motion between
the various tanks in the booster cluster. This phenomenon is illus-
trated by the measured mode shapes which correspond to the two lowest
frequencies of the model.

The measured mode shape corresponding to the first resonant peak
is shown in figure 4. The deflection of the center line is plotted,
normalized to unit deflection at the nose of the launch vehicle. The
calculated first mode is also plotted (as a dashed line) and indicates
good agreement with the experiment. The behavior of the cluster is
shown in the cross-section A-A. The arrows indicate the relative
motion of each tank. Note that all tanks move together, with about
the same amplitude. The overall behavior observed for this mode is
that of bending as a beam, predictable by the usual methods of vibra-
tion analysis.

The behavior is considerably different when the experimental vibra-
tion mode corresponding to the second resonant frequency is examined
(fig. 5). The center-line deflection, plotted in the center, now shows
only one node point, in contrast to three node points expected from
beam behavior. The predicted mode shape, obtained by the beam analogy,
1s sketched as a dashed line to show this deviation. Again, the arrows
are used to indicate the relative motion of individual tanks (sec-
tion A-A). If the center tank moves in one direction, the tanks on
the sides move directly opposite. The tanks 1In line with the motion
of the center body tend to remain still, while the remaining four tanks
actually have a component of motion out of the plane of the exciting
force. However, these tanks still tend to move opposite to the center
tank. The mode of one of these tanks on the sides has been super-
imposed on the center-line mode, in the middle sketch, to show the
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relative amplitude of the tank motion. Note that the tank motion is
relatively larger than the center-line motion. Because of the rather
complicated motion of this mode, 1t has been termed a "cluster" mode,
rather than a second beam bending mode as it would be in the conven-
tional case. The other resonant peaks shown on the frequency response
curve have equally complicated modal patterns, containing not only
relative motion of tanks within the cluster but also local distortions
and shell-type responses.

Vibration tests on the model are continulng in order to better
define and understand the vibration characteristics of the Saturn and
for extension to future clustered configuratlions. A full-scale vibra-
tion test 1s being conducted at Marshall Space Flight Center, and cor-
relation of model and full-scale test results is planned in order to
demonstrate the feasibility and accuracy of model test results. More
refined analyses of vibration characteristics will also be necessary
in order to develop and prove the analytical techniques.

It is anticipated that the model will be kept up-to-date so that
later configurations including, for instance, a dynamically scaled
Apollo spacecraft, may be tested.

GROUND-WIND EFFECTS

The next subject to be discussed concerns the loads caused by the
ground winds on the launch vehicle while supported on the launch stand.
The loads resulting from steady winds manifest themselves in two ways.
First, there exists a drag load and, consequently, a steady bending
moment in the direction of the winds. The second loading manifests
itself in an oscillation, principally in the direction normal to the
wind. Data obtained on a dynamic model of Saturn (fig. 6) tested in
the Langley transonic dynamics tunnel are shown in figure 7.

In this Investigation, the response of a dynamically and elasti-
cally scaled 1/13-scale model of the Saturn SA-1 vehicle was measured
at simulated ground winds up to 80 feet per second and at full-scale
Reynolds numbers. The model results shown have been scaled up to the
full-size Saturn., For the data presented, the model airstream orienta-
tion was such that one of the eight barrels along the launch vehicle
was directly in line with the wind.

In figure 7 the steady-drag bending moment measured at the base
tie-down location (station 121.75) is presented; also presented, for
comparison, 1s the maximum oscillatory bending moment in the lateral
(perpendicular to the wind) direction, which was the largest oscil-
latory bending moment measured. At low velocities the oscillatory

. CONFIDENTTAL
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bending moment generally exceeds the steady-drag bending moment. At
higher velocities the steady-drag moment becomes several times the
osclllatory moment and approaches the static overturn moment for the
unfueled vehicle resting unclamped on the launch arms. Thus, for the
Saturn SA-1 the critical load from ground winds is the steady-drag
load rather than the oscillatory response lateral to the winds, which
has been the critical load for some other launch vehicles.

The variation with wind velocity of the maximum oscillatory base
bending moments in the drag direction has also been obtained. As is
typical of such cylindrical structures, the oscillatory response in
the lateral direction was much greater than in the drag direction. Of
general interest is the unexpected peak in the response at velocities
of about 30 feet per second, which are not typical of supercritical
Reynolds number responses. Adding roughness or spoilers to the nose
of the model increased the peak response at this velocity. Other data
indicate that the peak tends to disappear if the plain model is rotated
22.5° to orient the valley between two barrels to a position alined
with the wind direction. Therefore, it may be that this peak response
is a function of the details of the flow around the eight barrels of
the launch vehicle which present a noncylindrical shape to the airstream.
It seems unlikely that this peak response at low wind velocities will
present a problem to the Saturn SA-1l since, as is shown in figure 7,
the steady-drag moment at higher wind velocities is much greater than
this peak oscillatory moment.

AFRODYNAMIC NOISE

The next subject to be considered is the noise environment of the
vehicle, both at launch and during flight. The two main sources of
noise for the Saturn launched Apollo vehicle will be the rocket engines
and the aerodynamic boundary layer. In figure 8 the estimated noise
levels outslide the manned region of a two-stage Apollo vehicle are
shown as a function of time. The noise levels from the rocket engines
and from the aerodynamic boundary layer are indicated by the cross-
hatched area and single-hatched areas, respectively. The rocket-engine
noise levels are based on measured data obtained for Saturn static
firings and Atlas launching tests. The highest rocket-engine noise
levels are indicated during the static firing and 1lift-off because of
flow impingement and ground reflections. After the vehicle leaves
the ground, there 1s a decrease in the rocket-engine noise levels
because of beneflcial effects of the vehicle forward velocity. The
aerodynamic noise levels increase as the dynamic pressure increases,
the noise pressures being approximately proportional to the dynamic
pressure. The aerodynamic noilse levels shown are based on estimated

CONFIDENTIAL




6 CONFIDENTIAL

dynamic pressures for the Apollo spacecraft. The extent of the cross-
hatched areas 1s based on wind-tunnel studies and flight data for air-
craft and for Project Mercury spacecraft; the lower limit applies to
clean aerodynamic surfaces (0.006q), whereas the upper limit is for
regions of separated flow (0.02q).

It should be noted that the estimated noise levels are for a
region of the vehicle where the manned compartment might be located.
For regions of the vehicle near the rocket-engine nozzles, noise levels
approximately 15 db higher than those on the nose would be expected
during static firing and 1lift-off. The aerodynamic noise levels esti-
mated are believed to be of about the same order of magnitude for other
regions of the vehicle; however, there would probably be differences in
the spectral content of the noise (i.e., the peak of the spectrum would
shift toward lower frequencies for regions farther aft).

BUFFETING

Buffeting of launch vehicles is a relatively new problem which
has received considerable attention in the past year. This buffeting
has been suspected as a cause for several vehicle failures, either
directly through structural failures or indirectly because of failure
of equipment subjected to the severe environment produced by buffeting
flows.

Buffeting occurs on a wide variety of aerodynamic shapes. Some
of the configurations which are representative of those used in various
NASA research programs are shown in figure 9. The so-called "hammerhead"
shapes which are used as payload fairings on several vehicles are
very susceptible to buffeting flows at transonic speeds. The cone-
cylinder-flare configurations used on several warhead reentry vehicles
are also subject to buffeting. And, of course, the configurations with
escape towers, such as Mercury and some Apollo configurations, also
have their buffeting problems. These and other shapes are under inten-
sive investigation.

The three different types of shapes produce at least three dif-
ferent types of buffeting flow, which are illustrated schematically in
figure 10. The first type of flow is very similar to the familiar
transonic buffeting of thick airfoils. At Mach numbers Just below 1.0
the flow expands to supersonic speed over the thicker portion of the
nose and is terminated by a normal shock, which in general separates
the boundary layer in an unstable manner and produces large pressure
fluctuations near the shock location. The second type of flow illus-
trated is assoclated with the separation caused by the high pressure,
produced by the flare, propagating forward through the boundary layer.

CONFIDENTTAL
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This type of flow can persist to low supersonic Mach numbers and is
often intermittently asymmetrical even at zero angle of attack. The
third type of flow resembles wake buffet in that it is similar to the
flow phenomena of an alrplane having its horizontal tail in or near the
wake of the wing. Various types of protuberances on the forward part
of the launch vehicle can produce a wake which passes back over the
body of the vehicle and causes the shocks to fluctuate with large pres-
sure fluctuations. This type of buffeting also persists to low super-
sonic speeds and can be a serious problem at the time of maximum dynamic
pressure as well as near Mach number 1. Of course, this is Just one
particular listing of types of buffeting flows. Some configurations
experience combinations of all these types and others as well.

An example of specific results obtained at Ames Research Center for
one model (ref. 1) is shown in figure 11. The root-mean-square values of
pressure coefficlent are shown plotted against pressure cell location
for a cone-cylinder combination similar to the Centaur launch vehicle.
Results are shown for three subsonic Mach numbers. Of particular note
is the highly localized characteristic of this type of buffet at each
Mach number which occurs at or near the intersection of the cone and
cylinder. However, this pressure peak shifts back with increasing
Mach number, so that even though it is of a highly localized nature,
strengthening of the structure may be required over a considerable
length of the vehicle, Similar results have been obtained on essen-
tially every configuration being flown in the space program as well as
on a number of planned configurations.

In order to obtain an indication of the buffet characteristics of
Apollo spacecraft during launch, a model of one of the Apollo design
configurations has been tested in the Langley 8-foot transonic pressure
tunnel. In figure 12 the fluctuating pressures in the form of a root-
mean-square pressure coefficient are plotted at the various locations on
the spacecraft and second stage. The pressure fluctuations on the nose
are small for both configurations, but the presence of the tower causes
very high pressure fluctuations over the downstream portions. This
highest value Jjust behind the shoulder of the spacecraft is about
23 percent of free-stream dynamic pressure on the basis of root-mean-
square values. This effect would correspond to fluctuating peak pres-
sures of nearly 430 pounds per square foot for a nominal Saturn launch
trajectory.

This large effect of the escape tower differs from results obtalned
on the Mercury configuration, which indicated generally high levels
(16 percent of q) either with or without the tower. It is evident that
more basic research will be required to obtain a full understanding of
these phenomena. The limited amount of information obtained with this
model Indicates that a buffet problem can exist for Apollo. During the
development of the vehicle, careful consideration should be given to
the configuration modifications that might alleviate the problem, and
detailed studies appear necessary to ensure that the structure, equip-
ment, and occupants can perform under the buffeting environment.

CONFIDENTIAL
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As a final item in this buffet problem, recent wind-tunnel results
obtained at the Ames Research Center indicated that for certain nose
shapes (principally the hammerhead) the aerodynamic buffet forces are
phased in such a manner that a condition of negative damping can occur
in a vibration mode. This result means, simply, that a single-degree-
of -freedom flutter ls possible. At the Langley Research Center, a flex-
ible model has been tested and the damping in the first elastic mode is
shown in figure 13. The damping ratio 1s plotted against Mach number
for two configurations. One represents a clean configuration and the
damping (structural plus aerodynamic) is shown to be above the structural
damping which is indicated by the dashed line. Thus, this configuration
has positive damping and is stable. The second configuration, shown at
the lower part of the figure, has a region of negative aerodynamic
damping as shown by the region where it is below the structural-damping
line. Thus, 1t is apparent that elastic models of proposed configura-
tions should be tested to determine the possibility of negative aero-
dynamic damping.

WIND LOADS

The largest single source of loads on a lasunch vehicle during the
atmospheric portion of the flight is due to the wind veloclties normal
to the launch-vehicle flight path. This problem of wind loads may be
resolved into two parts. The first deals with the proper selection of
the wind velocities to be used in the basic design, i.e., a deslign crite-
rion. The second, of an operational nature, involves the requirement of
a knowledge of the winds shortly before a firing so that a decislon can
be made with regard to the probability of success. As regards the
design wind loads, the present practice utilizes an envelope of winds
such that the winds over the altitude range of interest will not be
exceeded for a certain percentage of time, which are referred to as 1,
2, or 3¢ Sissenwine winds. These curves are essentially a series of
straight lines and hence do not contain information concerning the
details of the wind velocities. As a means of partially accounting for
this neglected loading source, it is common practice to superimpose on
the loading determined from the steady winds the loading determined from
flying through a single 1 - cosine wind gust (which is tuned to excite
the fundamental structural mode). The actual winds, of course, have a
large number of wind variations which, coupled with low aerodynamic and
structural damping, could excite the lower structural modes. An example
of the finer grain structure of the winds is shown by the solid line in
figure 14, where the altitude is plotted against wind velocity. Unfor-
tunately, the large quantity of information needed to provide more pre-
cise wind criteria is lecking. A rather concentrated effort is being
made, however, to determine the fine-grain structure of winds. At
Langley Research Center, a smoke-trail technique (ref. 2) has been

CONFIDENTTAL
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developed for obtaining more precise measurements of the winds. This
technique utilizes either the natural exhaust of a solid-propellant
rocket or an artificially generated smoke trail. Photographs are taken
of the trail from two positions which are about ten miles from the
launch site. From these photographs, then, the fine-grain detail of
the wind velocities may be determined. The winds shown in figure 1k
were obtalned by the smoke-trail procedure, as well as by a simulated
balloon sounding.

The simulated balloon sounding was obtained by reading and aver-
aging the smoke-trail wind in the same manner that is used to obtain
a balloon sounding, the usual averaging distance being about 2,000 feet.
Large discrepancies between the two soundings are noted, particularly
at 17,000 feet.

On a digital computer, a Scout launch vehicle was "flown" through
these two winds, the results of which are shown in figure 15. Shown
is an envelope of the bending moment plotted against altitude for the
smoke trail and simulated balloon inputs. Note, in particular, the
large difference in loading at an altitude of about 17,000 feet. Most
of thls difference can be ascribed to dynamic effects of flying through
this detailed wind velocity as given by the smoke trail. 1In the insert
is shown the actual bending-moment trace and again the large dynamic
effect is noted. Thus, it is apparent that more detailed and realistic
wind profiles are needed for proper design.

With regard to providing information for operational purposes,
the smoke-trail procedure requires too much time for data reduction.
However, the U.S. Air Force Cambridge Research Laboratory has under
development a so-called "super pressure balloon" which, when used
with a much more accurate radar system, could provide this operational
information.

CONCLUDING REMARKS

This discussion has pointed up a number of structural dynamic areas
that will require detailed investigation when the final configuration 1s
selected. In particular, the vibration characteristics of the Apollo on

the Saturn launch vehicle should be determined, perhaps by a dynamic model,

and the need for a very thorough buffet investigation is indicated. Of

course, research efforts to advance the state of the art must proceed hand
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in hand with these more specific items to provide a reliable basis for

design procedures and prediction of loads associated with launch-vehicle
dynamics.

Langley Research Center,
National Aeronautics and Space Administration,
Langley Air Force Base, Va., July 18, 1961.
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FREQUENCY RESPONSE OF SATURN MODEL
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SATURN GROUND-WIND INDUCED LOADS
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SOME CONFIGURATIONS STUDIED IN
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BUFFET PRESSURE DISTRIBUTION ON CONE CYLINDER
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EFFECT OF NOSE SHAPE ON AERODYNAMIC DAMPING
OF FIRST ELASTIC MODE

o2
TOTAL DAMPING
DAMPING ol ot~ T s STRUCTURAL
RATIO, ! DAMPING
3 (' —
Cer 004l
| | 1 L 1 J
ovV—8 9 10 i iz
Ma)
Figure 13

WIND-VELOCITY MEASUREMENTS

60X 103 —— SMOKE TRAIL
---- SIMULATED BALLOON

501

40}

ALTITUDE,
FT 30}

n
o
T

o
1

.....

R 1 1 1 1
0o I0 20 30 40 50 60 70 80
WIND VELOCITY, FPS

Figure 14

CONFIDENTIAL

17




18

CONFIDENTIAL

BENDING-MOMENT ENVELOPE

240

200

160
Mp,IN.-LB

120

80

40

<103 DUE TO WINDS

——— SMOKE-TRAIL MEASUREMENT

-=~~ SIMULATED-BALLOON
MEASUREMENT

B

150 %103
_~%130}
. Lok
90}
70+

N W VR W |
30 32 34 36xI03

20__30_ 40 50 60xI0°
ALTITUDE, FT

Figure 15

CONFIDENTIAL
NASA-Langley, 1961

L-1755

CCLT-1



TVILNIAIINOD
VSWVN

(*speol pue sasssais ‘14
{sotweudp Suyouney ‘pg
{s910Tyaa 3oeds pue
SOIISSIW ‘SOTWRUAPOIBY ‘g
[UOTNALIISIP YSVYN 181ITUT)
L09-X WL VSVN 'III
pleran 'y ‘Asurey ‘II

ap ¢y Lxxey fuefuny 1

TVILNAJIINOO

uc)durysem ‘VSYN woay arqeureiqo sardon

‘pajuasaxd oSie SI Spuim
pue ‘astou otwreudporle ‘Suridiing yjim pajeidosse
SpeOo] 9]101yaa-youne] SUTUIIOUOD UOLJBWIOJUL JUDAY
‘pojusssad ale a101Yyaa YoUne| wanjeg ayj Jo [apow g Jo
SopOW (BIN]EBU 913 JO SJUSUISINSBOW SWIOS ‘PIsSnIsIp
9JB UOISSIW JeUuN| B JI0] 91GeIINS SIIIIY3A ydune) jo
ugisap ay3 03 jusurjrad swalqosd sOTWBUAP=1EINONIG
(poryisseioun ‘OnLL)

TAVIINAJIINOD
(L09-X WNANVIOWHN TVOINHOHL VSVYN)
‘dgy 1961 I9QWSVd( -Asurey piessn "y pue ‘ap
‘weduny 7] AxxeH SOTNVNAQ ATOIHAA-HONAVT
‘uorjBIISTUTWPRY wom&m PUE S21INBUOIIY ~m:0ﬂmz

TVILNIAIINOD
VSVN

('speol pue $9s$aI18 ‘IG
{sotwreudp Suryoune] ‘§g
{s9101y94 90kdSs pue
S3ISSTW ‘SOTWERUAPOIAY ‘g
WOTINLIISIP YSYN 1B1IUL)

L09-X WL VSVN ‘I
pletan 'y ‘Aauteyd ‘11
e oy Araey ‘ueduny

uojdurysem ‘VSYN woaj ayqeureiqo saydo)d

‘pajuasaid osje St spuim
pue ‘astou o1weuApoase ‘Furjalyng Yyum pajeroosse
Speo] 3121yaA-[oune] SuTUIaIUOD UOIFRULIOUT JUIIIY
-pajuasaid sIe 910IYdA YDUNE] UINJES Y)Y JO ]9poW € jO
SOpOI 1BINJEU Y]} JO SJUDWSINSBOW 2WOG °passSnasip
I UOISSIW Jeunj € .I10J 9]QBJINS S3]0IY34 ydune] Jo
uB1s9p 9Yy] 0} JusUINIad SwWaqoTd SOTWEBUAP-{RIN)INIIS
(pepsseloug ‘S1ILL)

AVIINIAIINOD
(L09-X WNANVIOWHAN TVOINHOHL VSVYN)
"dgY "196T I9QWRORQ -Asurey pledsn 'y pue “ap

‘ueduny T Azxeq SOINVNAQ ATOIHIA-HONAVTI
‘UO1jBeAISTUTWIPY 90edS PUE SOIINBUOIBY [BUOTIBN

L09-X WL VSYN IVILNAQIINOD L09-X WL VSVYN
TVILNIJIANOD Uoj3uTySEM ‘VSYN WOI} iqeureiqo saydo) TVILNIAIANOOD uoBuTySEM ‘VSYN WOJJ AIqEUTEIQO Satdo)
VSYN VSN

('speo] pue s9sS9I1§ ‘Ig
fsotwreudp Sutyouner] ‘¢g
‘s9101y94A 90rdS pue
Sa1ISSIW ‘SoTWeRuApoIay ‘g
WOTINALAISTIP YSVYN 1813IUT)
L09-X W.L VSVN 'IO
pleian 'y ‘foutey ‘II

‘ap ¢ Aaaey ‘uefunyg

TVILNIAIANOD

‘pojuasaad osie ST Spuim
pue ‘ssiou srnmeudporse ‘SullwiIng Ypm pajeidosse
speo] 2101yaa-youne] SUTUISOUOD UOTJBULIOJUL JUIIBY
*pajuasaad o€ S1OTYdA YoUNE] UINJes ayj JO [9powW € jo
S8pOWr 1BINIRU Y} JO SJUSUISINSEIW BWOG "PISSNISIP
4B UOISSIWU JBUN] B JIO0J 9I(EBIINS SI9]0TYsSA YduNney Jo
udisap 9y 03 Juaurjrad swaiqord soTwRUAP-1BIN)ONI}G
(petysselOUN BNTL)

IVIINJJIINGD
(L09-X WNANVIOWIN TVOINHOAL VSYN)
*dgT  "1967 Tequeved -4surey plelen 'y pue “ip
‘uefuny "] &xxey  "SOINVNAQ ITOIHHA-HONANVT
‘UoIIBIISTUTWPY 90kdg PUE SOTINEUOISY [BUOLIEBN

L09*X L VSVN

(‘speo] pue $9§S3135 ‘1¢
{sotwreudp Sutyoune] ‘pg
‘g9101y24a 92eds pue
SOISSIW ‘SOTWEBUAPOIIY ‘Q
[UOTINQLIISTP YSVYN 1EBIU])
L09-X WXL VSVN "I
piersn ‘y ‘Aeurey ‘I

cap o1 Axaey ‘uefuny 1

TVILNIJIINOD

‘pajuasagd oS|e ST spuim
pue ‘asrou orwrguApoise ‘Suijgjing yijim pa-eloosse
SpPERO] 9101y2A-Ydune] SUTUISIUOD UOIJBULIOJUT JUIIY
‘pajuasatd 2IE JIOTYdA YOUNR] UINjeS 33 JO 19powW € Jo
SapowW feanjed syj JO SJUSUWDINSBIW SUIOG “PISSNISIP
9Je UOISSTW JEUN] B J0] 9[GeIINS $3[21YaA younej Jo
ugissp oy; 03 jusurjiad swajqoad SOTWRBUAP-[BINIONIIG
(pousseoUn ‘OnLL)
TVILINIAIANOD
(409-X WNANVIOWAN TYIINHOIL VSVN)
*dgy "1gg1 JoquIeda -43urey pieIsn °‘y pue ‘ap
‘uefuny 71 Arreq SOINVNAQ ZTOIHTA-HONAVT
*UOLJRIISTUTWPY 90edg PUE SOTINBUOIAY [BUOTIEN

L09-X INL VSVN




TVILNIQIINOD

VSVN

(speo] pue sasseqis ‘16
‘sotweudp Sutydunery ‘yg
‘sa101yaa aoeds pue
solIssIw ‘sOTWRUAPOIAY ‘g
TWOTINQLIISTP YSVN Te1ITUL)
L09-X INL VSVN ‘11
pieran 'y ‘Aaurey ‘I

cap o7 Axaey ‘ueduny Y

TVLLNIAIINOD

uojdurysepm ‘YSYN woldj a[qeurejqo saydo)

‘pajussatd OSTe ST Spuim
pue ‘astou DIWEBUAPOJIE ‘Sulldjing YHIm pPajeidosse
SPEO] 9121YdA-youne] SUTUISOUOD UOIJBRULIOJUT JUaDaY
‘pojussaxd aJgB 9]0TYSA (ydoune] uInjeg ayj jo 19powt g jo
SapoW jeINjeUd 3y} JO SJUSWSJINSEIW dWOg 'POSSNISIP
aJe UOISSIW Jeun] B J0j 9]4BIINS $8]01Yaa youne] jo
uBrsep ayj 01 JusaurjIad swaqoad SOTWRUAP-[BINJONL)S
(poutsseroun ‘B1ILL)
IVIINIAIINOD
(L09-X WNANVHOWIEN TVIOINHOAL VSVN)
‘dgr 1961 I9QUISVSQ  ‘Lsurey pleIsn 'y pue “ap
‘uefuny 1 dxxeH CSOINVNAQ TTOIHIA-HONAVT
"UOTJRXISTUIWPY 908dg pue $O1INBUOISY [BUOTIEN

TVILNAAIINOD
VSYN

*  (‘speol pue sassaqis ‘IS
‘sorureudp guryouner] ‘pZ
{s3101YdA 9dedS pue
SAIISSTW ‘SOTWRUAPOIAY ‘g
[UOTINQTIISTP YSVN 1eNIu])

L09-X WL VSVN "I
pieran 'y ‘feutey ‘NI
“ap ‘o Kaxey ‘uefuny 1

uoydurysem ‘VSYN Wolj aqeureiqo saydo)

‘pojuasaad osie ST spuim
pue ‘3STou DIWBUAPOISE ‘SUlIR)Ing YIIm pajEIdOSSE
SpEBO] 9]91YyaA-youne] SUIUISIUOD UOIJBIUICIUL JUBDAY
‘pojuasaxd axe a[dIyas Youne] UINJES 3Yj JO [9poWt € jo
S9pow jeanjeu ayj JO SJUBWSINSESW dWOG "PIsSSnISIp
9JB UOISSIW JBUN] B JI0] d|ge)Ins Sa[2Iyaa ydunej jo
ugisap ayl 07 juaurlIad swalqodd sotweudp-BIn}onNI}g
(payIsseoUn ‘aILL)
TVIINIQIINOD
(L09-X WNANVIOWIW TVIINHOAL VSVN)
dgr 1967 19qWed8Q -Asutey pletsn 'V pue “up
‘uefuny T AxxeH  *SOINVNAQ TTOIHIA-HONAVT
‘uorjeIISIWpPY womam pue SOTINBUOIAY [BUOIJEN

L09-X INL VSVN AVILNIAIINOD L09-X NI VSVN
TVILNIAIANOD uojdurysem ‘VSVN wolj ajqeurelqo sardo) TVILNICIANOD uo)durysem ‘VSyn Wwouay atqeureiqo sardon)
VSYN VSVN

(°speo] pue s9859415 ‘14
{sotweudp SutyouneT ‘pg
‘so101y2A 9oeds pue
sojIssiw ‘sotwreulpodsy ‘g
[WOTNALIISTP VEVN 1enIul)
L09-X WL VSVN 'III
pleran "y ‘Aeurey ‘I

sap o Aaxey ‘uefuny T

TVILNIAIINOD

‘pajuasard OSIe ST spuim
pue ‘osrou orwrgudporat ‘Suijeling Ypm pajeroosse
SpEO] 910TYdA-YIUNE] SUTUISOUOD UOTTBUIIOJUT JUDDIY
-pajuasaad are 10TYSA YoUne| WINjeg ayj Jo 1epowt & jo
SopOouW [BJINJRU 9Y} JO SJUSWAJINSEIW JWIOS "PISSNISIP
2J® UOISSTW JeUR] B J0} 91CE}INS $8]01Yyaa younej jo
uBisep ay) 03 JusuIIad swa]qoad SOTWERUAP-1BINIINIIG
(popISSERIdUN ‘ODILL)
IVIINIAIANOD
(L09-X WNANVIOWIN TVIINHOHL VSVYN)
‘dgy ‘196 [IPqueda Aeurey pielan 'y pue “ap
‘uefunyy T Axreq  SOINVYNAC ATOIHEA-HONAV'T
‘UOTIRIJSIUTWPY 20edg PUE SOTINBUOIAY [BUOTIEN
L09-X WL VSVN

{speoi pue sassanis ‘1§
‘sorueudlp JutyouneT $g
{sa1o1yaa 9oeds pur
SalISSTW ‘sorweudpoaady ‘g
[uoTnQLIISTP VEYN 18TITUY)

LO9-X WL VSVN ‘I
pietan y ‘fsutey ‘I
cxp frq Kaxey ‘vefuny

TVILNIAIINOO

‘pajuls3xd OS|e ST SPUlM
pue ‘asiou dTwWeuApoI3E ‘JUTIBJING YJm PIJRIDOSSE
Speo] 9101yoA-youne] SUTUISOUOD UOTJBULIOIUT JUSIY
‘pojudsaad are 31dIYdA Ydune] UIn}eg 3yj Jo [spow € jo
S3POW [BINJRU SY) JO SJUBWISINSEIW SWOS "PISSNISIp
oJ4B UOISSTW JEBUNR] B J0J 3]qBIINS S91O1YaA youneyj Jjo
ugisop ayj 03 Juaurrad swaqoad SITWBUAD-1BIN)ONI}S
(payIsse(oun ‘OnLL)
TVIINIAIANOD
(L09-X WNANVHOWIN TVIINHOAL VSVN)
*dgT 19671 J2qWad3(Q  -Lsuley pleIdD ‘Y pue ‘ap
‘uefuny 1 AxxeH "SOINVNAQ HTIOIHIA-HONAV'T
‘UOBIISTUTWPY 908dg PUE SOTINBUOIIY [BUOTIEN

LOS-X INL VSVN




